


The XenlCs Solution

High quality
XenlCs infrared detectors are characterized by high detectivity, good stability and high uni-
formity.

High flexibility

XenlICs' series of infrared cameras is characterized by the high degree of flexibility that
these cameras offer in terms of frame rate, user interface and temperature range. Our
cameras combine high speed with high sensitivity at low cost.

In addition, XenlCs delivers custom products according to the agreed specification and
planning, combining stringent technology requirements with application-dependent user
needs to deliver fast custom-based solutions, even for

small volumes.

XEVA-FPA-1.7-320

In one compact housing, the XEVA-FPA-1.7-320
digital camera combines a thermo-electrically cool-
ed InGaAs detector head and the control and communi-
cation electronics. The XEVA unit is available with standard
(up to 1.7 um) InGaAs detector arrays and comes in various
speed versions: 60Hz, 100Hz and 350Hz. It allows you to
choose the most suitable detector-camera configuration
for your specific application. The XEVA-FPA-1.7-320 digital
camera Is operated from one single 12V - 5A power supply
(included in the configuration). The camera head interfa-
ces to a PC via standard USB 2.0 or CameraLink. The high-
speed 350Hz version comes with a custom frame grabber
card or can interface to standard frame grabber cards such
as the NI-1429. Each camera is delivered with a graphical
user interface X-Control, that offers direct access to vari-
ous camera settings such as exposure time and operating
temperature. The camera outputs 14-bit data. The software
tools include two-point uniformity correction and bad pixel
replacement.

Key features XEVA applications

| amevsecmcmons |
Standard: 0.9 to 1.7 ym; Optional: 0.4 to 1.7 pm
TE1-cooled down to 263K / TE3-cooled down to 223K

Full well capacity 3750000 Low Gain
187500 High Gain

CAMERA SPECIFICATIONS®
XEVA 60Hz XEVA 100Hz XEVA 350Hz

C-Mount, Spectrometer fixation hole

TTL level triggers
Frame rate (full frame; 60 Hz 100 Hz 350 Hz
max 12 kHz

* XEVA 100 Hz also available with: 12 bit ADC, USB 2.0 interface, Analog out (optional) or trigger



